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Photo Template Version 1.1
Project Name:       
Address:  
Date:  
INSTRUCTIONS

Use this template as a sample format to comply with the photo documentation requirements outlined in the ENERGY STAR MFHR Testing and Verification Protocols and Worksheets.  Add, delete or re-size photo boxes and descriptions as necessary.

EPA suggests compressing the resolution of photos to make the file size more manageable, however all nameplates and details demonstrating compliance must be clearly identifiable Tip:  Once the cursor is inside the desired photo box select ‘Insert’(’Picture’(’From File’ from the menu above in order to automatically resize the photos to fit the boxes. 
VENTILATION – DUCT TIGHTNESS TEST – PROTOCOL 8.2
For central ventilation systems

	
	

	Notes:  Sealed roof curb penetration
	Notes:  Mastic or other UL-181 compliant material applied within temperature range and according to all other manufacturer’s requirements at ALL transverse joints and take offs

	
	

	Notes: All duct transitional junctions sealed with mastic or other UL-181 compliant material
	Notes:  Gap between take off duct and gypsum board effectively sealed


For in-line fan exhaust systems

	
	

	Notes:  Mastic or other UL-181 compliant material applied within temperature range and according to all other manufacturer’s requirements at ALL transverse joints and take offs
	Notes:  All duct transitional junctions sealed with mastic or other UL-181 compliant material


	
	

	Notes: If plank core is to be used as a duct – ceiling plank penetration sealed
	Notes: If plank core is to be used as a duct – plank core effectively connected to exterior of building 

	
	

	Notes: Appropriate plank core selected that aligns with exterior louver
	Notes: Additional photos (if necessary)connected to exterior of building 
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