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Photo Template Version 1.1
Project Name:       
Address:  
Date:  
INSTRUCTIONS

Use this template as a sample format to comply with the photo documentation requirements outlined in the ENERGY STAR MFHR Testing and Verification Protocols and Worksheets.  Add, delete or re-size photo boxes and descriptions as necessary.

EPA suggests compressing the resolution of photos to make the file size more manageable, however all Nameplates and details demonstrating compliance must be clearly identifiable. Tip:  Once the cursor is inside the desired photo box select ‘Insert’(’Picture’(’From File’ from the menu above in order to automatically resize the photos to fit the boxes.  

LIGHTING – PROTOCOL 6.1-6.3

Instructions: Include photos of each unique fixture, showing Nameplate, wattage, lumens output, fixture type (if T5/T8) or ENERGY STAR label as applicable.

Fixture A  
Location (all that apply):
	
	

	Location:  
	Notes:  General


	
	

	Notes:  Nameplate or wattage
	Notes:  Bulb or ENERGY STAR label


Fixture B  
Location (all that apply):
	
	

	Location:  
	Notes:  General


	
	

	Notes:  Nameplate or wattage
	Notes:  Bulb or ENERGY STAR label


Fixture C  
Location (all that apply):
	
	

	Location:  
	Notes:  General


	
	

	Notes:  Nameplate or wattage
	Notes:  Bulb or ENERGY STAR label


Fixture D  
Location (all that apply):
	
	

	Location:  
	Notes:  General


	
	

	Notes:  Nameplate or wattage
	Notes:  Bulb or ENERGY STAR label


Fixture E  
Location (all that apply):
	
	

	Location:  
	Notes:  General


	
	

	Notes:  Nameplate or wattage
	Notes:  Bulb or ENERGY STAR label


LIGHTING CONTROLS – COMMON AREAS

Common Area Lighting Controls 

	
	

	Notes:  Corridor occupancy sensors
	Notes:  Corridor space when sensors are activated


	
	

	Notes:  Stairwell occupancy sensors
	Notes:  Stairwell space when sensors are activated


	
	

	Notes:  Trash room occupancy sensors
	Notes:  Janitor’s closet occupancy sensors


	
	

	Notes:  Office occupancy sensors
	Notes:  Bi-level lighting (if applicable)


LIGHTING CONTROLS – EXTERIOR  
Exterior Lighting Controls
	
	

	Notes:  Photo cell or timer
	Notes:  Photo cell or timer


	
	

	Notes: Daylight sensor, fixture off during the day
	Notes: Daylight sensor, fixture on when daylight sensor is covered
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