ENERGY STAR Construction Products:

Sample Procurement Language

Residential Windows

The Vendor Must: 

Provide windows that have earned the Energy Star and meet the Energy Star specifications for energy efficiency in the appropriate climate zone as outlined below. The vendor is encouraged to visit www.energystar.gov for complete product specifications and an updated list of qualifying products.

	Windows and Doors
	
	Skylights

	Zone
	U-factor
	SHGC
	
	Zone
	U-factor
	SHGC

	Northern
	≤ .35
	Any
	
	Northern
	≤ .60
	Any

	North/Central
	≤ .40
	≤ .55
	
	North/Central
	≤ .60
	≤ .40

	South/Central
	≤ .40
	≤ .40
	
	South/Central
	≤ .60
	≤ .40

	Southern
	≤ .65
	≤ .40
	
	Southern
	≤ .75
	≤ .40


NOTE: Windows and skylights must be rated by the National Fenestration Rating Council (NFRC), certified, and labeled for U-factor and SHGC to qualify.

Roof Products

The Vendor Must: 

Provide roof products that have earned the Energy Star and meet the Energy Star specifications for energy efficiency and reliability as outlined below. The vendor is encouraged to visit www.energystar.gov for complete product specifications and an updated list of qualifying products.

Table 1 – Specifications for Low-Slope Roof Products

	Performance Characteristic 
	Current Criteria

	Energy Efficiency
	

	Initial Solar Reflectance 
	Greater than or equal to 0.65

	Maintenance of Solar Reflectance 
	Greater than or equal to 0.50 three years after installation under normal conditions.

	Reliability
	

	Manufacturer warranty for defects in materials and manufacturing
	Each company’s warranty for reflective roof products must be equal in all material respects to the product warranty offered by the same company for comparable non-reflective roof products. A company that sells only reflective roof products must offer a warranty that is equal in all material respects to the standard industry warranty for comparable non-reflective roof products.


Table 2 – Specifications for Steep-Slope Roof Products

	Performance Characteristic 
	Current Criteria

	Energy Efficiency
	

	Initial Solar Reflectance 
	Greater than or equal to 0.25

	Maintenance of Solar Reflectance 
	Greater than or equal to 0.15 three years after installation under normal conditions.

	Reliability
	

	Manufacturer warranty for defects in materials and manufacturing
	Each company’s roof product warranty for reflective roof products must be equal in all material respects to the product warranty offered by the same company for comparable non-reflective roof membrane products. A company that sells only reflective roof products must offer a warranty that is equal in all material respects to the standard industry warranty for comparable non-reflective roof products.


Additional considerations for the procurement official:

Geographic location of building 

Amount of insulation 

Is the building air conditioned? 

Original solar reflectance of roof

Roof surface to building volume ratio 

Maintenance procedures 

