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Group West
International Co.,
Ltd. 35A24180 120 60 4.3 24 0.3 79.57% 0.984 0%
Group West
International Co.,
Ltd. 35A3600 120 60 1.8 3 0.3 78.64% 0.878 0%
Group West
International Co.,
Ltd. 41A24400 120 60 9.6 24 0.41 83.34% 0.991 0%
Group West
International Co.,
Ltd. 41A4.51000 120 60 4.5 4.5 0.41 82.97% 0.967 0%
Group West
International Co.,
Ltd. 48A24600 120 60 14.4 24 0.42 87.67% 0.989 0%
Group West
International Co.,
Ltd. 48A61500 120 60 9 6 0.42 84.64% 0.976 0%

List Current as of  November 04, 2008

*Power supplies with greater than or equal to 100W input power must have a true power factor of 0.9 or greater at 100% of rated load when tested at 115 volts @ 60Hz
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Group West
International Co.,
Ltd. 57A241500 120 60 36 24 0.45 86.59% 0.994 0%
Group West
International Co.,
Ltd. 57A7.53000 120 60 22.5 7.5 0.45 86.86% 0.997 0%
Leader
Electronics, Inc.

A351203OT
(Goodmind) 110120 60 3.6 12 0.372 77.18% 0.954 0%

Leader
Electronics, Inc.

A351204OT
(Goodmind) 110120 60 4.8 12 0.417 72.53% 0.983 0%

Leader
Electronics, Inc.

MV18Y12012
0C5(MV18Y
1120KC0S) 230 50 14.4 12 0% 0.166 85.04%

EPA ENERGY STAR® EPS AcAc Product List



EPA ENERGY STAR® EPS AcAc Product List


	Report 1

