ENERGY STAR Commercial Lighting Products: 

Sample Procurement Language
Exit Signs

The Vendor Must: 

Provide exit signs that earn the Energy Star and meet the Energy Star specifications for energy efficiency as outlined below. The vendor is encouraged to visit energystar.gov for complete product specifications and an updated list of qualifying products.

	Energy-Efficiency Characteristics 
	Current Criteria—Effective August 1, 2004

	Input power demand 
	5 watts or less per sign

	Power factor (for electrically-powered, internally-illuminated signs only)
	Any leading power factor is satisfactory. A lagging power factor not less than 0.7 is satisfactory.

	Reliability Characteristics
	Specification

	Manufacturer warranty for defects in materials and manufacturing
	Replacement of defective parts for 5 date of purchase

	Product Listing
	Listed in accordance with UL 924


LED Traffic Signals

The Vendor Must: 

Provide traffic signals that earn the Energy Star and meet the Energy Star specifications for energy efficiency as outlined below. The vendor is encouraged to visit energystar.gov for complete product specifications and an updated list of qualifying products.

	Module Type
	Maximum Wattage (at 74°C)
	Nominal Wattage (at 25°C)

	12” Red Ball 
	17 
	11

	8” Red Ball 
	13 
	8

	12” Red Arrow 
	12 
	9

	
	
	

	12” Green Ball 
	15 
	15

	8” Green Ball 
	12 
	12

	12” Green Arrow 
	11 
	11

	

	Combination Walking Man/Hand
	16
	13

	Walking Man 
	12 
	9

	Orange Hand 
	16 
	13


