ENERGY STAR® Computer Monitor Test Data Sheet


To the extent it is feasible for manufacturers’ evaluations of the ENERGY STAR computer monitor test methodology to include product testing, EPA encourages manufacturers to submit their test results for review. Interested manufacturers should conduct and record measurements in accordance with the ENERGY STAR test methodology, which specifies testing of “five or more randomly chosen units from the production line” at three voltage/frequency combinations.  Please use a separate Test Data Sheet for each voltage/frequency combination.

EPA intends to aggregate any data received and use it only in support of the ENERGY STAR computer monitor specification revision process.  EPA plans to make every effort to streamline the data requirements under the final Version 4.0 specification.

Contact Person to verify the accuracy of these test results:

	Name:
	
	Date:
	

	Phone:
	
	E-mail:
	


Unit Identification

	Supply Voltage (VAC), Frequency (Hz):
	

	Serial Numbers for 5 Test Units:
	1. 

2. 

3. 

4. 

5. 


Test Unit

	Product Description/Category:
	

	Manufacturer:
	

	Model Number:
	
	Display Type:
	

	Rated Voltage (VAC), Frequency (Hz):
	
	Viewable Diagonal Size (inches):
	

	Viewing Angle (H):
	
	Viewing Angle (V):
	

	Maximum Claimed Resolution (H x V):
	
	Aspect Ratio:
	

	Interface (Analog/Digital/Both):
	


Test Equipment

	Instrument:
	
	Model Number:
	

	Instrument:
	
	Model Number:
	

	Instrument:
	
	Model Number:
	

	Instrument:
	
	Model Number:
	

	Instrument:
	
	Model Number:
	

	Instrument:
	
	Model Number:
	


Test Conditions

	Total Harmonic Distortion (Voltage):
	

	Power Meter Current Range:
	

	Ambient Temperature (degrees C):
	

	Monitor Illuminance under darkroom conditions:
	


Test Unit Settings

	Recommended Image Size (W x H) (mm):
	

	Number of Pixels as Tested (H x V):
	

	Screen Refresh Rate (Hz):
	


Luminance Measurement & Setting

	
	Serial No. 1
	Serial No. 2
	Serial No. 3
	Serial No. 4
	Serial No. 5

	Minimum Pixel Area:
	
	
	
	
	

	Maximum Pixel Area (0.1H x 0.1V):
	
	
	
	
	

	Distance Luminance Meter to Screen (mm):
	
	
	
	
	

	Pixel Area Measured:
	
	
	
	
	

	Brightness Adjustment:
	
	
	
	
	

	Contrast Adjustment:
	
	
	
	
	

	Luminance Measured (cd/m2):
	
	
	
	
	


Power Measurement (On Mode)

	
	Serial No. 1
	Serial No. 2
	Serial No. 3
	Serial No. 4
	Serial No. 5

	Power Consumption (W):
	
	
	
	
	

	Total Pixels:
	
	
	
	
	

	Pixels/ Watt:
	
	
	
	
	


Power Measurement (Sleep Mode)

	
	Serial No. 1
	Serial No. 2
	Serial No. 3
	Serial No. 4
	Serial No. 5

	Power Consumption (W):
	
	
	
	
	


Power Measurement (Off Mode)

	
	Serial No. 1
	Serial No. 2
	Serial No. 3
	Serial No. 4
	Serial No. 5

	Power Consumption (W):
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