External Power Supplies Multiple Tap and Switch Selectable QP List
List Current as of November 04, 2008

*Power supplies with greater than or equal to 100W input power must have a true power factor of 0.9 or greater at 100% of rated load when tested at 115 volts @ 60Hz

Low
Voltage High
Low Nameplat High Voltage No-Load Average True Power No Load Average
Nameplate | Nameplate Voltage e DC Voltage Nameplate Input Active Factor at Input Active
AC Input AC Input Nameplate Output Nameplate DC Output Power Efficiency 100% of Power Efficiency
Company Model Voltage Frequency Output Voltage Output Voltage 115V @ 115V @ Rated Load 230V @ 230V @
Name Number (V) (Hz) Power (W) (VDC) Power (W) (VDC) 60Hz (W) 60Hz (%) (115V)* 50Hz (W) 50Hz (%)
Delta ADP-40MH
Electronics Inc.  XXXX 100-240 50-60 40 18.5 40 20.0 0.11 87.76% 0.46 0.16 86.13%
Electronics, (MU15-A1075-
Inc. A00S) 100-240 50-60 6 3 15 7.5 0.031 71.6% 0.429 0.059 71.29%
Electronics, (LS-A12368-A
Inc. DT) 120 60 18 18 24 24 0.467 85.31% 0.997 0%
Electronics, (MU30-21300-
Inc. A00S) 100-240 50-60 13.5 13.5 30.0 30.0 0.088 83.67% 0.462 0.151 81.49%
Electronics, S411307800
Inc. (273-1631) 120 60 7.2 9 10.4 13 0.358 82.13% 0.973 0%
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